
 
 

Awards Maker 400 
Machine Technical Data Sheet 
 
Print Resolution 
 203 dpi  
 
Print Speed 
 3” per second 
 
Print Technology 
 Thermal Transfer 
 
Supply 
 Maximum Width: 4.25” (with liner) 
 Continuous roll feed polyester and vinyl media 
 Gold Florentine (4”) 
 Silver Florentine (4”) 
 Clear Parking Permit Sticker (3”) 
 White Bumper Sticker (3”) 
 White Nametag Sticker (3”) 
 White General Sticker (3” and 4”) 
 Colored General Stickers (3”) 
 
Dimensions & Weight 
 8”w x 10.5”d x 7”h 
 5 lbs 
 
Power Supply  
 AC 120 volt  (+/- 10%, 50/60 Hz, external power adapter) 
 
Operating Environment 
 40 - 100 F 
 Relative Humidity: 10% - 90% non-condensing 
 
Cutter 
 Rotary cutter (UL approved) 
 
Connectivity Options 
 USB (recommended), Parallel, Serial 
 
Regulatory Approvals 
 UL 
 CUL 
 FCC Class A 
 
Memory 
 2MB 
 
Compatible Software 
 VariQuest Design Center 1.0 and higher 
 
 
The information provided in this Technical Data Sheet indicates performance under normal conditions. It is intended only as a source of information 
without guarantee and does not constitute a warranty. Purchasers may need to independently determine the suitability of these products for their specific 
purpose. 
 
All brand or product names used on this sheet are trademarks or registered trademarks of their respective companies or organizations. As part of our 
continuous improvement, we reserve the right to change this Technical Data Sheet without notice. 
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