
In which mode
should I be using the

Local job management application?
Job Manager

Is the device running the
StudioVQ Job Manager application

(e.g., Design Center 2300)
connected to the organization’s
network via a Network Cable?

Does your device location
have an Internet connection?

NO

YES

Will your Perfecta printer
be configured using its

Wi-Fi Direct Connection?

YES

Online O�ine

NO

Will your Perfecta
printer be configured using
a Direct Wired Connection

or USB* Connection?

NOYES

Do you want your
Perfecta® Series printer on

the organization’s Network?
(e.g., via Network Cable or Wi-Fi)

YES NO

YES

*USB Connection method available for Perfecta 2400PRO model only 
For more information on Perfecta Series printer connection methods, refer to the User’s Guide for your specific model.



In which mode
should I be using the

Local job management application?
Job Manager

Is the device running the
StudioVQ Job Manager application

(e.g., Design Center 2300)
connected to the internet?

(E.g., via Network Cable or Wi-Fi)

Does your device location
have an Internet connection?

NO

YES

Online O	ine

NO

YES

Cloud-based
design platform

Local job management application
Job Manager

Local job management application
Job Manager

Cloud-based
design platform

The Motiva® 400 Specialty Printing System must 
be directly connected to the device the StudioVQ™ 
Job Manager application is running on in order to 
use the Online method to receive and print jobs.

Use the O�ine method to import small format print 
jobs when the Job Manager is disconnected from 

the Internet.

Both methods can be used when the application is 
operating in Online mode. 

Online Method:

O�ine Method:



In which mode
should I be using the

Local job management application?
Job Manager

Cutout Maker

Is the device running the
StudioVQ Job Manager application

(e.g., Design Center 2300)
connected to the internet?

(E.g., via Network Cable or Wi-Fi)

Does your device location
have an Internet connection?

NO

YES

Online O	ine

NO

YES

Cloud-based
design platform

Local job management application
Job Manager

Local job management application
Job Manager

Cloud-based
design platform

The Cutout Maker Digital Die-Cut System must be 
directly connected to the device the StudioVQ™ 

Job Manager application is running on in order to 
use the Online method to receive and cut jobs.

Use the O�ine method to import cut jobs when 
the Job Manager is disconnected from the Internet.

Both methods can be used when the application 
is operating in Online mode. 

Online Method:

O�ine Method:



In which mode
should I be using the

Local job management application?
Job Manager

Is the device running the
StudioVQ Job Manager application

(e.g., Design Center 2300)
connected to the internet?

(E.g., via Network Cable or Wi-Fi)

Does your device location
have an Internet connection?

NO

YES

Online O	ine

NO

YES

Cloud-based
design platform

Local job management application
Job Manager

Local job management application
Job Manager

Cloud-based
design platform

The Motiva® 400 Specialty Printing System and 
Cutout Maker Digital Die-Cut System must be 

directly connected to the device the StudioVQ™ Job 
Manager application is running on in order to use the 
Online method to receive jobs and produce output.

Use the O�ine method to import small format print 
and cut jobs when the Job Manager is disconnected 

from the Internet.

Both methods can be used when the application is 
operating in Online mode. 

Online Method:

O�ine Method:


